
Precision Coaxial Adapters

RoHS
compliant

Welcome to Microwave Town, we are a leading world wide supplier of High Quality Precision Adapers

We offer a full line of in-series and between-series coaxial adapters such as 1.85mm, 2.4mm, 2.92mm,
3.5mm, Type N, TNC, TNCA, SMA, APC-7, SSMA, BMA, L16, SMP etc.   For detailed drawings and 
more info please visit out website or contact us.    Standard lead times are stock to 4 weeks.

We also have a superb selection of Quality Waveguide Components and Adapters, Coaxial Connectors, 
DC block, Terminations.  Please see our website (www.microwavetown.com) for more information.  



Z555511Z01Z555510Z01

Z363600Y01Z363600FS01Z363610Z01

Z373700FS01

Specifcations:
Impedance:  50 Ω  Durability: 500 Cycles
Frequency:   DC - 65GHz  Temperature Range:  -55℃ to +165℃  

Precision Coaxial Adapters - In SeriesPrecision Coaxial Adapters - In Series

      Z383800Z01        Z383810Z01       Z383811Z01

Interfaces PER MIL-STD-348A

Z353500Z01

Z353510Z01

Z353511Z01

Z353500YF01

Material/Finishing:
House: Stainless Steel SU303 Polished/Passivated
Center Contat: Berllium Copper Gold Plated (ML-G-45204)
Insulator: PEI (TNC/TNCA - PEI & PTFE) 

1.85mm -  1.85mm Adapters (DC ~ 65GHz)1.85mm -  1.85mm Adapters (DC ~ 65GHz)
Interfaces PER IEC-61169

2.92mm -  2.92mm Adapters (DC ~ 40GHz)2.92mm -  2.92mm Adapters (DC ~ 40GHz)

Z343400FS10

Z343400Y01

Z343400Z01

Z343410Z01

Z343411Z01

PN

Z383800Z01

Z383810Z01

Z383811Z01

NAME

      1.85mm female to 1.85mm female

      1.85mm male to 1.85mm female

      1.85mm male to 1.85mm male

VSWR

      DC-65GHz: 1.25:1 (max)

      DC-65GHz: 1.25:1 (max)

      DC-65GHz: 1.25:1 (max)

Z373700Z01 Z373710Z01 Z373711Z01

Interfaces PER IEEE STD 287-2007
2.4mm -  2.4mm Adapters (DC ~ 50GHz)2.4mm -  2.4mm Adapters (DC ~ 50GHz)

Z363600Z01 Z363611Z01 Z363600FS01A Z363600YS02

Z373710Z01

Z373711Z01

Z373700FS01

      2.4mm male to 2.4mm female

      2.4mm male to 2.4mm male

      2.4mm female to 2.4mm female

      DC-50GHz: 1.15:1 (max)

      DC-50GHz: 1.20:1 (max)

      DC-50GHz: 1.15:1 (max)

Z373700Z01       2.4mm female to 2.4mm female       DC-50GHz: 1.20:1 (max)

Z363600Z01

Z363610Z01

Z363611Z01

Z363600FS01

Z363600FS01A

Z363600Y01

Z363600YS02

      2.92mm female to 2.92mm female

      2.92mm male to 2.92mm female

      2.92mm male to 2.92mm male

      2.92mm female to 2.92mm female

      2.92mm female to 2.92mm female

      2.92mm female to 2.92mm female

      2.92mm female to 2.92mm female

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.20:1 (max)

Interfaces PER MIL-STD-348A
SMA -  SMA Adapters (DC ~ 27GHz)SMA -  SMA Adapters (DC ~ 27GHz)

Z555500Z01 Z555500FS01A Z555500YS02

Z555510Z01

Z555511Z01

Z555500FS01A

Z555500YS02

Z555500Z01       SMA female to SMA female

      SMA male to SMA female

      SMA male to SMA male

      SMA female to SMA female

      SMA female to SMA female

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)
Interfaces PRE IEC-60169
3.5mm -  3.5mm Adapters (DC ~ 33GHz)3.5mm -  3.5mm Adapters (DC ~ 33GHz)

Z353500Z01 Z353510Z01 Z353511Z01 Z353500YF01

      3.5mm female to 3.5mm female

      3.5mm male to 3.5mm female

      3.5mm male to 3.5mm male

      3.5mm female to 3.5mm female

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

N -  N Adapters (DC ~ 18GHz)N -  N Adapters (DC ~ 18GHz)
Interfaces PER MIL-STD-348A

Z343400FS10 Z343400Y01Z343400Z01 Z343410Z01 Z343411Z01

      Type N female to Type N female

      Type N male to Type N female

      Type N male to Type N male

      Type N female to Type N female

      Type N female to Type N female

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

TNC -  TNC Adapters (DC ~ 11GHz)TNC -  TNC Adapters (DC ~ 11GHz)
Interfaces PER MIL-STD-348A

TNCA -  TNCA Adapters (DC ~ 18GHz)TNCA -  TNCA Adapters (DC ~ 18GHz)
Interfaces PER MIL-STD-348A

Z535300Z01 Z535310Z01 Z535311Z01 Z545411Z01 Z545411Z01 Z545411Z01

Z535300Z01

Z535310Z01

Z535311Z01

      TNC female to TNC female

      TNC male to TNC female

      TNC male to TNC male

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

Z545400Z01

Z545410Z01

Z545411Z01

      TNCA female to TNCA female

      TNCA male to TNCA female

      TNCA male to TNCA male

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)



Specifcations:
Impedance:  50 Ω  Durability: 500 Cycles
Frequency:   DC - 65GHz  Temperature Range:  -55℃ to +165℃  

Precision Coaxial Adapters - Between SeriesPrecision Coaxial Adapters - Between Series

Z345311Z01

Z345400Z01

Z345410Z01

Z345401Z01

Material/Finishing:
House: Stainless Steel SU303 Polished/Passivated
Center Contat: Berllium Copper Gold Plated (ML-G-45204)
Insulator: PEI (TNC/TNCA - PEI & PTFE) 

Z345501Z01

Z345511Z01

Z345500Z01
Z345510Z01

PN

Z3334N0Z01

Z3334N1Z01

Z3335N0Z01

NAME

      APC-7 to Type N female

      APC-7 to Type N male

      APC-7 to 3.5mm female

VSWR

      DC-18GHz: 1.10:1 (max)

      DC-18GHz: 1.10:1 (max)

      DC-18GHz: 1.10:1 (max)

Z343500Z01

Z343510Z01

Z343501Z01

     Type N female to 3.5mm female

      Type N male to 3.5mm female

      Type N female to 3.5mm male

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

Z3335N1Z01       APC-7 to 3.5mm male       DC-18GHz: 1.10:1 (max)

Z343511Z01

Z343600Z01

Z343610Z01

Z343601Z01

Z343611Z01

Z343700Z01

Z343710Z01

      Type N male to 3.5mm male

      Type N female to 2.92mm female

      Type N male to 2.92mm female

      Type N female to 2.92mm male

      Type N male to 2.92mm male

      Type N female to 2.4mm female

      Type N male to 2.4mm female

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

Z343711Z01

Z345300Z01

Z345310Z01

Z345301Z01

Z343701Z01       Type N female to 2.4mm male

      Type N male to 2.4mm male

      Type N female to TNC female

      Type N male to TNC female

      Type N female to TNC male

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      Type N male to TNC male       DC-11GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      Type N female to SMA female

      Type N male to SMA female

      Type N female to SMA male
      Type N male to SMA male

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)
      DC-18GHz: 1.15:1 (max)

Z345500F10

Z345500YS01

Z345500YS02

      Type N female to SMA female       DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

APC - 7 Adapters (DC ~ 18GHz)APC - 7 Adapters (DC ~ 18GHz)
N Interfaces PER MIL-STD-348A APC-7 Interfaces PER IEC-60457 3.5mm Interfaces PER IEC-60169

      Z343500Z01 Z343510Z01 Z343501Z01 Z343511Z01

N - 3.5mm Adapters (DC ~ 18GHz)N - 3.5mm Adapters (DC ~ 18GHz)
N Interfaces PER MIL-STD-348A 3.5mm Interfaces PER IEC-60169

Interfaces PER MIL-STD-348A
N -  2.92mm Adapters (DC ~ 18GHz)N -  2.92mm Adapters (DC ~ 18GHz) N -  2.4mm Adapters (DC ~ 18GHz)N -  2.4mm Adapters (DC ~ 18GHz)

N Interfaces PER MIL-STD-348A 2.4mm Interfaces PER IEEE STD 287-2007

Z343610Z01 Z343601Z01 Z343611Z01Z343600Z01 Z343700Z01 Z343710Z01 Z343701Z01 Z343711Z01

Interfaces PER MIL-STD-348A
N -  TNC Adapters (DC ~ 11GHz)N -  TNC Adapters (DC ~ 11GHz) N - TNCA Adapters (DC ~ 18GHz)N - TNCA Adapters (DC ~ 18GHz)

Interfaces PER MIL-STD-348A
Z345300Z01 Z345310Z01 Z345301Z01 Z345311Z01 Z345400Z01 Z345410Z01 Z345401Z01 Z345411Z01

Z345411Z01

      Type N female to TNCA female

      Type N male to TNCA female

      Type N female to TNCA male

      Type N male to TNCA male
N -  SMA Adapters (DC ~ 18GHz)N -  SMA Adapters (DC ~ 18GHz)
Interfaces PER MIL-STD-348A

Z345500Z01 Z345510Z01 Z345501Z01 Z345511Z01 Z345500F10 Z345500YS01 Z345500YS02

      Type N female to SMA female

      Type N female to SMA female

3.5mm -  1.85mm Adapters (DC ~ 33GHz)3.5mm -  1.85mm Adapters (DC ~ 33GHz)
3.5mm Interfaces PER IEC-60169 1.85mm Interfaces PER IEC-61169

Z353800Z01 Z353810Z01 Z353801Z01 Z353811Z01

3.5mm -  2.4mm Adapters (DC ~ 33GHz)3.5mm -  2.4mm Adapters (DC ~ 33GHz)

Z353700Z01 Z353710Z01 Z353701Z01 Z353711Z01

Z353800Z01

Z353810Z01

Z353801Z01

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)Z353811Z01

      3.5mm female to 1.85mm female

      3.5mm male to 1.85mm female

      3.5mm female to 1.85mm male

      3.5mm male to 1.85mm male

3.5mm Interfaces PER IEC-60169 2.4mm Interfaces PER IEEE STD 287-2007

Z353711Z01

Z353700Z01

Z353710Z01

Z353701Z01

      3.5mm female to 2.4mm female

      3.5mm male to 2.4mm female

      3.5mm female to 2.4mm male

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      DC-33GHz: 1.15:1 (max)

      3.5mm male to 2.4mm male       DC-33GHz: 1.15:1 (max)

3.5mm -  2.92mm Adapters (DC ~ 33GHz)3.5mm -  2.92mm Adapters (DC ~ 33GHz)
3.5mm Interfaces PER IEC-60169 2.92mm Interfaces PER MIL-STD-348A

Z353600Z01 Z353610Z01 Z353601Z01 Z353611Z01 Z353600F01

Z353600Z01       3.5mm female to 2.92mm female       DC-33GHz: 1.15:1 (max)

Z353610Z01       3.5mm male to 2.92mm female       DC-33GHz: 1.15:1 (max)

Z353601Z01       3.5mm female to 2.92mm male       DC-33GHz: 1.15:1 (max)

Z353611Z01       3.5mm male to 2.92mm male       DC-33GHz: 1.15:1 (max)

Z353600F01       3.5mm female to 2.92mm female       DC-33GHz: 1.15:1 (max)

3.5mm -  SMA Adapters (DC ~ 27GHz)3.5mm -  SMA Adapters (DC ~ 27GHz)
3.5mm Interfaces PER IEC-60169 SMA Interfaces PER MIL-STD-348A

Z355500Z01 Z355510Z01 Z355511Z01Z355501Z01

Z355511Z01

Z355500Z01

Z355510Z01

Z355501Z01

      3.5mm female to SMA female

      3.5mm male to SMA female

      3.5mm female to SMA male

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      3.5mm male to SMA male       DC-27GHz: 1.15:1 (max)

2.4mm -  SMA Adapters (DC ~ 27GHz)2.4mm -  SMA Adapters (DC ~ 27GHz)
2.4mm interfaces PER IEEE STD 287-2007 SMA interfaces PER MIL-STD-348A

Z375500Z01 Z375510Z01 Z375501Z01 Z375511Z01

2.4mm -  1.85mm Adapters (DC ~ 50GHz)2.4mm -  1.85mm Adapters (DC ~ 50GHz)
2.4mm interfaces PER IEEE STD 287-2007 1.85mm interfaces PER IEC-61169

Z373800Z01 Z373810Z01 Z373801Z01 Z373811Z01

Z375500Z01

Z375510Z01

Z375501Z01

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)Z375511Z01

      2.4mm female to SMA female

      2.4mm male to SMA female

      2.4mm female to SMA male

      2.4mm male to SMA male

Z373811Z01

Z373800Z01

Z373810Z01

Z373801Z01

      2.4mm female to 1.85mm female

      2.4mm male to 1.85mm female

      2.4mm female to 1.85mm male

      DC-50GHz: 1.25:1 (max)

      DC-50GHz: 1.25:1 (max)

      DC-50GHz: 1.25:1 (max)

      2.4mm male to 1.85mm male       DC-50GHz: 1.25:1 (max)



Specifcations:
Impedance:  50 Ω  Durability: 500 Cycles
Frequency:   DC - 65GHz  Temperature Range:  -55℃ to +165℃  

Precision Coaxial Adapters - Between SeriesPrecision Coaxial Adapters - Between Series

Z535500Z01

Z535510Z01

Z535501Z01

Material/Finishing:
House: Stainless Steel SU303 Polished/Passivated
Center Contat: Berllium Copper Gold Plated (ML-G-45204)
Insulator: PEI (TNC/TNCA - PEI & PTFE) 

PN

Z363800Z01

Z363810Z01

Z363801Z01

NAME

      2.92mm female to 1.85mm female

      2.92mm male to 1.85mm female

      2.92mm female to 1.85mm male

VSWR

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-40GHz: 1.15:1 (max)

Z365500Z01

Z365510Z01

Z365501Z01

     2.92mm female to SMA female

      2.92mm male to SMA female

      2.92mm female to SMA male

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

      DC-27GHz: 1.15:1 (max)

Z363811Z01       2.92mm male to 1.85mm male       DC-40GHz: 1.15:1 (max)

Z365511Z01

Z363700Z01

Z363710Z01

Z363701Z01

Z363711Z01

      2.92mm male to SMA male

      2.92mm female to 2.4mm female

      2.92mm male to 2.4mm female

      2.92mm female to 2.4mm male

      2.92mm male to 2.4mm male

      DC-27GHz: 1.15:1 (max)

      DC-40GHz: 1.20:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-40GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

      DC-11GHz: 1.15:1 (max)

2.92mm - 1.85mm Adapters (DC ~ 40GHz)2.92mm - 1.85mm Adapters (DC ~ 40GHz) 2.92mm - SMA Adapters (DC ~ 27GHz)2.92mm - SMA Adapters (DC ~ 27GHz)

2.92mm - 2.4mm Adapters (DC ~ 40GHz)2.92mm - 2.4mm Adapters (DC ~ 40GHz) TNC - SMA Adapters (DC ~ 11GHz)TNC - SMA Adapters (DC ~ 11GHz)

Interfaces PER MIL-STD-348A
TNCA - SMA Adapters (DC ~ 18GHz)TNCA - SMA Adapters (DC ~ 18GHz) Quick Mate Adapters Quick Mate Adapters 

Interfaces PER MIL-STD-348A

Z535511Z01

      TNC female to SMA female

      TNC male to SMA female

      TNC female to SMA male

      TNC male to SMA male

2.92mm interfaces PER MIL-STD-348A 1.85mm interfaces PER IEC-61169
Z363800Z01 Z363810Z01 Z363801Z01 Z363811Z01

2.92mm/SMA interfaces PER MIL-STD-348A
Z365500Z01 Z365510Z01 Z365501Z01 Z365511Z01

2.92mm interfaces PER MIL-STD-348A 2.4mm interfaces PER IEEE STD 287-2007

Z363700Z01 Z363710Z01 Z363701Z01 Z363711Z01 Z363700F01

Z363700F01       2.92mm female to 2.4mm female       DC-40GHz: 1.20:1 (max)

Interfaces PER MIL-STD-348A
Z535500Z01 Z535510Z01 Z535501Z01 Z535511Z01

Z545511Z01

Z545500Z01

Z545510Z01

Z545501Z01

      TNCA female to SMA female

      TNCA male to SMA female

      TNCA female to SMA male

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      DC-18GHz: 1.15:1 (max)

      TNCA male to SMA male       DC-18GHz: 1.15:1 (max)

Z545500Z01 Z545510Z01 Z545501Z01 Z545511Z01 K343410P01 K555510P01 K555510S01

Z343410P01       Type N female to Type N male       DC-18GHz: 1.15:1 (max)

Z555510P01       SMA female to SMA male       DC-27GHz: 1.20:1 (max)

Z555510S01       SMA female to SMA male       DC-27GHz: 1.25:1 (max)

* * * * * * * * * *

Series number
configuration *4
Port 2 male/female*3
Port 1male/female*3
Port 2 type *2
Port 1 type *2
Adaptor type *1

*1、Adapter Type *2、Connector Port Type

Z Standard adaptor

K Quick mate adaptor

33 APC-7
34 N type
35 3.5mm
36 2.92mm
37 2.4mm
38 1.85mm

53/54 TNC/TNCA
55 SMA
57 SSMA
58 BMA
62 L16
63 SMP

*3、Male/Female

0 K/Jack/Female

1 J/Plug/Male

N None

3 Reverse Polarity -K/Jack/Female

4 Reverse Polarity -J/Plug/Male

*4、Configuration

Z Straight

F Flange

Y Bulk head

S Waterproof

W Right angle

Order Information:

Type N adapter (m-f)
       Z343410Z01 

Typical Test Data:

SMA adapter (f-f) 
    Z555500Z01 

2.92mm-SMA adapter (f-f)
           Z365500Z01 

3.5mm adapter (f-f)
     Z353500Z01 

*Note： P-PUSH ON S-SELF LOCK




